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ABSTRACT
THE DESIGN AND FABRICATION OF A THERMAL MICROPROBE
INTEGRATED ON
AN ATOMIC FORCE MICROSCOPE PROBE TIP
by
Yongxia Zhang
A thermal microprobe has been designed and built for high resolution temperature
sensing. The thermal microprobe consists of a very-thin-film thermocouple junction
confined to the very end of a low mass Atomic Force Microscope (AFM) probe tip.
Essential to high resolution temperature sensing is the confinement of the thermocouple
junction to a short distance at the AFM tip. This confinement is achieved by controlled
photoresist coating.
Experimental prototypes have been made with the junction confined to within 0.3
lam of the tip. The couple is made of Au/Pd, and the two metals are electrically separated
elsewhere by a thin insulating layer. The device is designed for insertion in an AFM
instrument so that topographical and thermal images can be made with the same tip. Large
contact pads permit mechanical and ohmic contacting with spring clamps.
Processing begins with double-polished, n-type, 4-inch-diameter, and 300 i.tm thick
silicon wafers. Probe tips are formed by a combination of RIE, wet chemical etching, and
oxidation sharpening, which makes the tips atomically sharp. The hot thermocouple
junction is formed by controlled photoresist coating. The metal layers are sputtering
deposited and the cantilevers are released by KOH etching and RIE.
The thermal microprobe gives a high temperature resolution and a high spatial
resolution. The thermal mass is kept low in order to cause minimal disturbance of the
component under measurement. The thermal output of the microprobe is 5.6 µV/ °C and is
linear over the temperature range 25 — 110 °C.
THE DESIGN AND FABRICATION OF A THERMAL MICROPROBE
INTEGRATED ON
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CHAPTER 1
INTRODUCTION
This research program has developed a high resolution thermal microprobe that is
integrated on the sensing tip of an atomic force microscope (AFM) probe. Therefore the
topographical and thermal images of the sample surface can be obtained simultaneously.
The experimental work reported in this paper was done under the direction of Prof. R. B.
Marcus in Electrical and Computer Engineering Department at New Jersey Institute of
Technology.
1.1 Objective of this Research
In the microelectronics industry two factors drive a trend toward smaller microelectronic
device components:
1) The growing need for high speed devices requires smaller components in order to
operate devices at higher frequencies.
2) The trend toward more components on a chip drives a need for smaller
components, since smaller component size means smaller chip area and higher
device yield, and a lower unit cost.
Small size does not necessarily correlate with reduced power consumption since power
requirements are in some cases dependent on the nature of the active component and not
on its size. Decreased component size without a corresponding decrease in power leads to
1
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an increase in power density which in turn produces Joule heating at sites of current
crowding, charge injection, and in metal line. These unwanted thermal effects cause
reliability problems, leading to device failure.
The successful diagnosis of potential failure modes caused by increased local
power dissipation in increasingly smaller components requires a tool for measuring the
temperature of these components during operation. In order to address this need we have
designed and built a thermal microprobe for probing the temperature differences in various
regions of components or devices at high resolution.
1.2 Brief Description of Thermal Microprobe
The thermal microprobe consists of a very-thin-film thermocouple junction confined to the
tip region of a low-mass atomic force microscope probe. The device is designed for
insertion in a Digital Instruments, Inc. scanning probe microscope (SPM) instrument and
electrical contact to large thermocouple contact pads are made with spring clamp
electrodes.
The main advantages of this thermal microprobe are:
1) It serves the dual function of an AFM probe for surface imaging and a
thermal microprobe for probing the temperature of very small regions of
the sample surface.
2) The thermal mass at the probe tip is kept low resulting in minimum
perturbation of the temperature of the surface being measured with
correspondingly high spatial resolution.
3
3) Abrasion or wearing of the probe tip surface does not alter the temperature
measurement characteristics
4) It is fabricated monolithically by a sequence of mostly "standard" MEMS/IC
processing methods.
1.3 Chapter Synopsis
Chapter 2 describes methods for measurement of surface temperature with very small
probes, and also gives background information on the thermal microprobe developed in
this research. Chapter 3 deals with the design of thermal microprobe. It includes atomic
force microscope design, thermal microprobe design, processing steps and masks design.
Chapter 4 details the steps for fabrication of the thermal microprobe. Chapter 5 describes
the characteristics of the thermal microprobe developed in this research. Chapter 6 gives
the summary. The Appendices describes the mask layout and the detailed processing
parameters used in this research.
CHAPTER 2
BACKGROUND OF THERMAL. MICROPROBE
With the current trends in microelectronics towards submicron scale devices, power
dissipation and elevated temperature in high density chips are becoming increasingly
important issues. To study thermal phenomena, such as "hot spots" during device
operation, current crowding, electromigration, etc., on the microscopic scale and to assist
in device and chip thermal design, it is essential to develop a technique to measure
temperature at submicron scales.
There are many methods for sensing temperature of surface. Temperature is
normally measured by thermoelectric devices such as thermocouples, semiconductor
diodes and thermistors, metal film resistance 111 , or optical techniques such as infrared
thermometry 121 , surface reflectancePi , liquid crystals 141 and Raman spectroscopy [51 . It is
hard to get submicron spatial resolution with these methods. For example, optical
techniques are diffraction limited by the wavelength of radiation involved which is about
5-10 for infrared thermometry and about 0.5 p,m for Raman spectroscopy [51 . Since
electrical devices can be built smaller than 0.5 i_tm with current microfabrication




2.1 Review of Thermal Microprobe
The inventions of the scanning tunneling microscope ] (STM) and the atomic force
microscoperl (AFM) have spawned the development of different types of scanning probe
microscopes (SPM) that can measure physical properties of materials with submicrometer
and, at times, atomic scale spatial resolution. A thermal sensor built on AFM probe tip
would offer the additional capability of thermal images of materials with small hot spots
such as biased electronic devices and interconnects.
The AFM consists of a sharp tip mounted on a cantilever which is brought very
close to, or in contact with, a substrate surface by piezoelectric actuators. The deflections
of the cantilever due to tip-substrate interatomic forces (attractive or repulsive) are
optically detected ]8 '9] by reflecting a laser beam from the cantilever onto a photodetector.
With the spring constant of the cantilever known, the tip-substrate force can then be
obtained. While maintaining a constant tip-substrate force of 10-20 nN by feedback
control of the piezoelectric actuator, the tip is scanned over the substrate surface to obtain
topographical images with atomic resolution capability.
It was recognized that one can also place a temperature, optical, magnetic,
acoustic, or electrostatic sensor at the end of the sharp tip and use it as a scanning probe in
an AFM. For such dual or multiprobing function, the AFM setup is attractive since the
force feedback of an AFM can function independently of the sensor operation. The
resolution of the multiprobing capability is often decided by the size of the sensor at the
end of a probe tip.
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The use of AFM for temperature measurement has a short history:
1) Majumdar et al. [10l developed a simple technique for making an AFM
probe by joining two wires of a thermocouple. The wires provided the
cantilever spring constant and the thermocouple junction was
electrochemically etched to make a sharp tip which was used to
simultaneously obtain thermal and topographical images of a single
transistor and interconnect via structure. However, the thermocouple
junction is as large as about 25 pm diameter.
2) Nakabeppu et al. [11] used differential thermal expansion of a composite
AFM cantilever probe, made of a thin metal film (aluminum or gold)
deposited on a regular silicon nitride AFM probe, to measure surface
temperature contrast. During tip-surface contact, heat flow through the
tip changes the cantilever temperature which bends the cantilever due to
differential thermal expansion of the two probe materials.
3) Pylkki et cd. E121 and Hammiche et at.E 131 adapted a Wallaston wire to an
AFM cantilever probe which can be used as a heater and a thermometer.
The essential of the probe is a thermistor. The temperature of a surface is
derived from a measurement of the resistance of the wire and the
knowledge of the temperature coefficient of the resistance. One potential
problem with this approach is that the abrasion or wearing of the probe
surface may change the metal thickness and thus affect the output of the
thermistor.
7
4) Most recently, Luo et al. [141 built a thin film thermocouple on AFM
cantilever probe tip for scanning thermal microscope. The method uses
voltage pulse to evaporate metal film and create a submicrometer scale
hole at the very end of a metallized AFM cantilever probe tip. A thin
metal film is deposited on a Si3N4 or Si cantilever probe. The probe tip is
then brought in contact with a conducting surface using the AFM. A
voltage pulse is applied between the tip and the surface. Due to the high
electric field localized around the probe tip, the thin metal film evaporates
and opens a hole only at the very end of the tip. The threshold voltage
depends on the shape of the probe tip. It is difficult to know the threshold
voltage due to the variability of the tip shape. Moreover, the fabrication
is performed individually with each probe tip which is time-consuming
and expensive.
2.2 The Development of this Research
Although the aforementioned thermal microprobes 11° ' 1 1,12,13,14] can obtain thermal and
topographical images simultaneously and some have very high spatial resolution, there are
several problems with these devices. They were not reproducible since they were
individually fabricated l°,12,13,14], or they were not reliable 1111 .
To overcome these problems, we developed a new method to build a very thin film
thermocouple on the very end of the AFM cantilever probe tip. The hot junction of the
thermocouple is at the end of the probe tip; the cold junction is an effective room
8
temperature junction at the contact pads on top of the probe chassis. When the AFM
probe tip approaches the sample surface, it can perform its normal function as an AFM to
reveal the topographical image of the sample surface. Meanwhile, the tiny thermocouple
on the tip touches the hot spot on the sample surface and generates the Seebeck voltage
which can be measured by the detection circuit. As the AFM probe tip scans across the
sample surface, the temperature distribution and the topography of the sample surface can
be obtained at the same time.
In our method the first thermocouple metal layer is deposited and patterned, and is
followed by the deposition of an insulating layer (Si0 2 , for example). Then the photoresist
is coated in such a manner that there is no photoresist coverage at the region of the end of
the probe tip. The exposed insulating layer is removed by wet or dry etching. The
photoresist is removed and the second metal layer is deposited. This sequence of events
produces a junction in the end region of the tip. Our method for restricting a junction to
the end region only of the tip is more reproducible, more reliable, and is simpler.
CHAPTER 3
THERMAL MICROPROBE DESIGN
3.1 Atomic Force Microscope Design
3.1.1 Brief Description of Atomic Force Microscope
The atomic force microscope (AFM) probes the surface of a sample with a sharp tip, a
couple of microns long and often less than 10 nm in diameter. The tip is located at the free
end of a cantilever that is 100 to 200 Fi,m long. Force between the tip and the sample
surface cause the cantilever to bend, or deflect. In some cases, the tip touches the sample
surface; in other modes, the tip is positioned hundreds of angstroms above the surface. A
detector measures the cantilever deflection as the tip is scanned over the sample, or the
sample is scanned under the tip. The measured cantilever deflections allow a computer to
generate a map of surface topography. AFM can be used to study insulators and
semiconductors as well as electrical conductors.
Several forces typically contribute to the deflection of an AFM cantilever. The
force most commonly associated with atomic force microscopy is an interatomic force
called the Van der Waals force. The dependence of the Van der Waals force upon the
distance between the tip and the sample is shown in Figure 3.1.
Two distance regions are labeled on Figure 3.1: 1) the contact region; and 2) the
non-contact region. In the contact region, the cantilever is held less than a few angstroms
from the sample surface, and the interatomic force between the tip and the sample is
9
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repulsive. In the non-contact region, the cantilever is held on the order of tens to hundreds
of angstroms from the sample surface, and the interatomic force between the tip and the
sample is attractive (largely a result of the long-range Van der Waals interactions).
Figure 3.1 Interatomic force vs. distance curve
Most AFMs currently on the market detect the position of the cantilever with
optical techniques18 '91 . In the most common scheme, shown in Figure 3.2, a laser beam
bounces off the back of the cantilever onto a position-sensitive photodetector (PSPD). As
the cantilever bends, the position of the laser beam on the detector shifts. The PSPD
itself can measure displacements of light as small as 10 A. The ratio of the path length
between the cantilever and the detector to the length of the cantilever itself produces a
11
mechanical amplification. As a result, the system can detect sub-angstrom vertical
movement of the cantilever tip.
Figure 3.2 The AFM optical detection scheme
Other methods of detecting cantilever deflection rely on optical
interferencel 15,16,17,18,19], or even a scanning tunneling microscope tip [7,20,211 to read the
cantilever deflection.
3.1.2 Materials for Cantilever and Tip
Cantilever and its tip are critical components of an atomic force microscope system
because they determine the force applied to the sample and the ultimate lateral resolution
of the system. Silicon and silicon nitride are the two most common materials used in
fabrication of cantilevers and tips [22 ' 231 . Silicon nitride tips are fabricated by depositing a
12
layer of silicon nitride over an etched pit in a crystalline silicon surface. This method
produces the pyramidal or tetrahedral tip geometry. The aspect ratio of a silicon nitride tip
is thus limited by the crystallographic structure of the etch pit materials, silicon. The tips
are broader than conical silicon tips, making them less suitable for imaging deep, narrow
features. When cantilevers with high resonant frequencies call for thick films, silicon
nitride films which contain residual stress make them deform as the film thickness
increases.
Silicon cantilevers can be made with very sharp tips (radii of curvature down to 0.5
nm). Silicon conical tips are made commercially by etching into silicon around a silicon
dioxide cap followed by oxidation sharpening. The high aspect ratio of conical tips makes
them suitable for imaging deep, narrow features such as trenches and can provide atomic
scale resolution. They are better for high frequency uses in the contact mode due to the
large value of Young's modulus and can more easily be chemically modified for special
application such as thermal microprobe. Therefore, we select silicon as our atomic force
micro scope material.
3.1.3 Operation Modes
In non-contact AFM, the tip is hovering a small distance away from the sample, vibrating
near its natural resonant frequency; a high force constant is preferable as soft cantilevers
tend to be pulled into the sample surface by attractive Van der Waals force. In contact
AFM, the tip is in physical contact with the sample; a low force constant is required to
avoid excessive pressure on the sample, thus avoiding scratching of the sample.
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Typical values of force constants are 0.01 N/m to 1 N/m for contact AFM, and 1
N/m to 100 N/m for non-contact AFMI2° '241 .
In forming a thermal microprobe, a very thin film thermocouple is built on the tip
of the AFM probe. In order to accurately measure the temperature of the sample surface,
the thermocouple tip has to approach as closely as possible to the sample surface so that
the temperature at the hot junction of the thermocouple is close to the temperature of the
sample surface. In contact AFM operation mode, the tip is in contact with the sample and
the contact mode is therefore preferred.
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3.1.4 Geometry
The atomic force microscope is designed to be used with a Digital Instruments, Inc. AFM
probe station, with the overall dimensions of 3.6 mm x 1.6 mm as shown in Figure 3.3.
The cantilever dimension in our contact AFM mode should meet the following
criteria: (1) a low force constant, (2) a high resonant frequency, (3) short cantilever
length, (4) a sharp protruding tip. The geometry parameters are shown in Figure 3.4
where 1, w, and t are the cantilever length, width and thickness, respectively.
The cantilever force constant K is defined as the ratio (at the cantilever free end) of
the force F applied to the deflection distance 6 (Figure 3.5):
K = — 	 (3.1)
The relationship between force constant and cantilever geometry is r251 :
K —E x wt3
4 P
where E is Young's modulus.
For silicon Young's modulus E is 1.62x10 11 N/m. The calculations of the force
constant with cantilever width 20 pm and 40 1AM are shown in Figure 3.6 and Figure 3.7.
The force constant increases with the cantilever thickness and length. If the cantilever
length is less than 200 p.m, the force constant depends largely on the cantilever thickness
and length. A little change in cantilever thickness will cause large force constant change.
However, if the cantilever length is large than 200 1AM, the force constant variation
depends less on the cantilever thickness and length.
(3.2)




Figure 3.4 Cantilever geometry parameter: I (length)




Figure 3.5 Cantilever deflection by applied force
0 	 100 	 200 	 300 	 400 	 500 	 600
Cantilever Length L (p, m)
Figure 3.6 Force constant K vs. cantilever length 1 with w=20 1AM
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Figure 3.7 Force constant K vs. cantilever length 1 with w---40 pm
Cantilever Length L (gm)
Figure 3.8 Cantilever resonant frequency vs. cantilever length
1Q
The resonant frequency of the cantilever is [251 :
3.52 EI
f° = 27r	 in/ 3
where I is area moment of inertia,
m is cantilever mass,
m=pwtl	 (3.5)
p is the density of the material. Therefore, the relationship between cantilever resonant
frequency fo and the cantilever dimension is:
tL=0.162 E11- x _:___p 1 2 (3.6)
For silicon p is 2.33 g/cm 3 . The calculations in Figure 3.8 show that if the cantilever length
is less than 200 pm, the increase in resonant frequency is strongly dependent upon the
thickness and length.
Table 3.1 lists the cantilever dimensions and their force constant and resonant
frequency of our designed devices. The lowest force constant is 0.03 N/rn. The highest
resonant frequency is 101.1 kHz. In order to meet the requirements of low force constant,
high resonant frequency and short cantilever length, we have to trade off between these
parameters. The optimum cantilever dimensions in our design are 1=200 pm, w=40 p.m






I = —wt 3
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The probe tip is designed 4 to 5 .im high extending from the cantilever surface
(Figure 3.9). The tip is atomically sharp.
21
Table 3.1 Cantilever dimensions, force constant, and resonant frequency
Width w=20 urn w=40 pri
Length 1=450 pin 1=200 pm








10.0 20.0 10.0 20.0 50.5 101.1
Figure 3.9 SEM photo: probe tip at the end of cantilever
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3.2 Thermal Sensor Design
3.2.1 Electromotive Force (EMF)
Thermocouples are usually made from two dissimilar metal wires. The wires are
connected at one end, and the electrical voltage is measured between the two remaining
ends (see Figure 3.10). At thermal equilibrium, there will be a zero voltage. But if the
temperature at the connection point is raised with respect to the ambient by an amount AT
while the two remaining ends are still at ambient, an open-circuit voltage AV, will be
measured. This effect called the Seebeck effect [261 . This electromotive force (EMF) AV„
known as the Seebeck voltage, can be mathematically expressed by:
(3.7)
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The Seebeck effect results from two thermal phenomena, the Peltier and Thomson
effects.
Peltier discovered 1271 that when a small electric current is passed across the
junction of two dissimilar metals in one direction, the junction is cooled and thus absorbs
heat from its surroundings. When the direction of the current is reversed, the junction is
heated and thus releases heat to its surroundings. This Peltier effect takes place whether
the current is introduced externally or is induced by the thermocouple itself. The Peltier
heat is proportional to the current and can be written
dQp—rcIdt (3 . 8)
where dQp is the heat delivered at a junction in time dt by a current I. The Peltier
coefficient or Peltier voltage, 'it, depends only on the temperature and the two junction
materials. It is the fundamental potential responsible for the Seebeck voltage. Thus the
Peltier voltage for two materials, a and b, with junctions at temperatures T 1 and T2, when
current flow is zero, is
Tcab=(rab)Ti - (nab)T2 (3.9)
The other thermal phenomenon is Thomson effect [281 . An electric current in a
homogeneous wire delivers heat from the hot region to the cold region when the current
flows from a hot region to a cold region; and in the opposite direction when the current
was reversed. Such an effect would require an EMT' to exist between the hot region and
the cold region if no current flowed in a homogeneous conductor. That ElVIF is called the
Thomson voltage. The Thomson voltage depends on the way the Fermi energy of each
conductor varies with temperature. In simplest form it can be written
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rT2
VT = in dT (3.10)
where a is Thomson coefficient.
The Seebeck voltage V s for two materials, a and b, with junctions at temperatures
T 1 and T2, when current flow is zero, is the sum of the Peltier voltage 'jt and the Thomson
voltage VT.
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Large thermal voltages are created by coupling elements with large differences in
thermal electromotive force (Seebeck voltage). Table 3.2 [291 lists some of the couple
elements that were considered. The choice of junction elements was governed not only by
the large differences of two elements in electromotive force (EMF) but also by the
compatibility with processing steps necessary to form the device. Thus we chose gold and
palladium as the two elements of the thermocouple. With the cold junction at 0 °C and hot
junction at 100 °C, the EMFs of gold and palladium relative to platinum are 780 [IV and
-570 (Table 3.2). At 100 °C the junction is expected to deliver 13.5 1.LV for a
temperature difference of 1.0 °C. The current generated in the thermocouple circuit is
26
estimated from the resistance of the circuit. The circuit includes resistance terms due to
the thermocouple hot junction region at the end of the tip (R1), electrical leads on the tip
supporting the hot junction (RT), electrical leads on the cantilever from the tip to the
chassis (RI), and electrical leads on the chassis (R e). The calculated resistances are shown
in Figure 3.11 and Table 3.3, giving a total resistance of 96.4 Q. The thermal ENV
produced by a temperature difference of 0.01 °C is 0.135 07. The current produced by a
temperature difference of 0.01 °C is therefore calculated to be 1.4 nA. Since this level of
current well above the noise level for a potentiometric measurement scheme using null
detection, 0.01 °C sensitivity therefore is reasonable and obtainable.
In the device fabrication, there is a very thin layer of Cr between Pd and Au for
improving Au adhesion to Si0 2 . However, both the Au/Cr couple and the Cr/Pd couple
are in the same hot temperature region and the Cr therefore will have minimum effect on
the thermoelectric voltage of the Pd/Au thermocouple 1301 . Thus, we will still refer to our
thermocouple as a Pd/Au junction.
Tni- p 7 Thermal VN4V of ennia materials relative to nlatiniim*
Resistivity of Au:	 p2=2.2 ,t,,Q, cm
Thickness:	 t =800 A
Sheet resistance: Rs2 = p2/t=0.28 S//square
R ' Au= R"L+R" c=1.1..7 Q
(b) Resistance of metal 2: Au
Figure 3.11 Resistance estimation of two layers metal




The thermocouple circuit consists of a cold junction and a hot junction. The cold junction
is an effective room temperature junction at the contact pads on the chassis of the probe;
the hot junction is at the end of the tip (see Figure 3.3). Both the extents of the hot
thermocouple junction and the thermal mass of the probe must be kept small. The junction
in the vertical direction must be short in order to minimize the temperature gradient
throughout the junction. A small thermal mass is required to reduce heat transfer from the
sample surface under test in order to obtain a more accurate temperature reading. A
reduction in heat transfer also means an improvement in temperature resolution and in
spatial resolution.
The shape and dimensions of the hot junction are shown in Figure 3.12. The
vertical height of the junction a is about 0.5 p,m. The thickness of Pd (t il) and Au (t21) on
the tip is 50 nm. The Pd and Au away from the junction are separated by silicon dioxide
with thickness t ox2=240 nm. The Pd and silicon are separated by silicon dioxide with
thickness t 0x1 =25 nm. The radius r at the end of silicon tip is about 5 nm. The height h of
the tip is about 5 1.1m. The lateral radius re of the tip at base is 4 Jim. The detailed





Figure 3.12 Thermocouple geometry and its parameters
Table 3.4 Parameters of components of the thermal microprobe
Parameter Symbol Values
radius at the end of Si tip r 5 nm
vertical height of thermocouple a 500 nm
thickness of metal 1 on tip t11 50 nm
thickness of metal 2 on tip t21 50 nm
thickness of oxide 1 toil 25 nm
thickness of oxide 2 tox2 240 nm
lateral radius of tip at base re 4µm
height of tip h 5µm
width of Si cantilever w 20 pm, 40 pm
length of Si cantilever 1 200 p.m, 450 pm
thickness of Si cantilever t 1.5 11111, 3	 p.m
electrical resistivity of metal 1 (Pd) Pi 10.5 ..ID cm
electrical resistivity of metal 2 (Au) P2 2.24 1_,D cm
thermal conductivity of metal 1 (Pd) K1 0.72 W/cm K
thermal conductivity of metal 2 (Au) K2 3.18 W/cm K
thermal conductivity of oxide Koxide 0.0266 W/cm K
thermal conductivity of silicon Ksi 1.39 W/cm K
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Using the parameters in Table 3.4, a finite element analysis model was created [311
as shown in Figure 3.13. The model simulates the test condition of the thermal microprobe
in air. Figure 3.14 gives the temperature when the thermal microprobe touches the test
sample surface at 56 °C in air while the base of the tip remains at 30 °C. The simulation
shows a significant loss in temperature from the end of the tip towards the cantilever. This
gives us the following important suggestions:
1) The hot junction should be confined to as short a vertical distance at the end of
the tip as is practical in order to minimize the temperature loss along this
direction.
2) The thermocouple must be calibrated against known temperatures in order to be
able to use the microprobe for accurate temperature measurements.
3) It is reasonable to conclude that the cold junction at the contact pads stays at
room temperature during a measurement. The steeply falling temperature from
the hot sample surface will not affect the cantilever temperature. Therefore the



















Figure 3.14 Temperature distribution between the microprobe tip and the test sample
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3.3 Processing Steps
In this section, we briefly summarize the processing scheme. The details will be described
in Chapter 4.
The processing begins with double-polished n-type 4" silicon wafers. The major
steps are summarized as following:
1. Grow thermal oxide.
2. Form the tip by photolithography followed by a careful combination of RIE and wet
chemical etching.
3. Define the size of the chassis, cantilever, and tabs (for function of tabs see Section 3.4)
by RIE.
4. Sharpen the tip by oxidation sharpening.
5. Grow a thin thermal oxide layer followed by deposition of 50 nm Pd.
6. Deposit 300 nm LPCVD oxide on Pd.
7. Coat the wafer with photoresist except the end of the tip.
8. Etch off the exposed oxide with RIE. Then strip the photoresist.
9. Deposit 50 nm Au.
10. Release the cantilever from back side by KOH etching.
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3.4 Masks Design
The mask design is done on the IC station of the MENTOR GRAPHICS version 8.4.
There are total seven masks including Disk, Cantilever, Backside Etching, Metal 1, Metal
2, Window and Contact Pad. The layouts of the mask are shown in Appendix A.
The first mask (Disk) defines the tip region which has 8 pm diameter (Figure A.1).
Dry and wet etching are used to form a 5 high tip. It also forms 4 tabs at two sides of
the device chassis (Figure 3.15a, arrows) to connect the device to the silicon wafer frame
after backside etching. It is easy to take the individual device off the wafer frame by
slightly pressing the tabs down when the test of device is needed. The thickness of the tabs
is equal to the height of the tip plus the thickness of the cantilever.
The second mask (Cantilever) defines the cantilever (Figure A.2). There are three
cantilever sizes (450 x 20 1..tm, 450 jAm x 40 and 200 1.1M x 40 Jim) as shown in
Figure 3.15. The two corners at the front edge of the device are truncated and the tip is
located as close as possible to the cantilever free end. These will allow the probe tip to
probe a textured surface with minimum interference from the end of the cantilever and
chassis.
The third mask (Backside) is used for backside etching to release the cantilever
(Figure A.3). At the four corners of the rectangle, compensation patterns are designed.
This satisfies the problem created by KOH etching at a convex corner. More details will be
presented in Chapter 4.
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The fourth and fifth masks (Metal 1 and Metal 2) are used with "lift off' to form
the metal patterns (Figure A.4 and Figure A.5). The leads on the chassis also serve as the
contact pads which are designed as large as possible to reduce the resistance.
The sixth mask (Window) is used to etch the silicon dioxide on Pd, allowing the
external spring contact to make ohmic contact with Pd (Figure A.6).
The seventh mask (Contact Pad) is designed to increase the thickness of both
metal layers on the chassis (Figure A.7) to provide better ohmic contact with the external
spring contacts.
(a) Cantilever size: 450 pm x 20 pm
Figure 3.15 Optical microscope photos showing devices
with three different cantilever sizes
(b) Cantilever size: 450 pm x 40 p.m
Figure 3.15 (cont.) Optical microscope photos showing devices
with three different cantilever sizes
38
(c) Cantilever size: 200 j.tm x 40 [im
Figure 3.15 (cont.) Optical microscope photos showing devices
with three different cantilever sizes
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CHAPTER 4
FABRICATION OF THERMAL MICROPROBE
4.1 Formation of Single Tips of Atomically Sharp Silicon 132 '331
A crucial component of atomic force microscope (AFM) and our thermal microscope is
the formation of an atomically-sharp tip, usually positioned at the end of a flexible
cantilever171 . Silicon is an attractive material for forming both the cantilever and integrated
tip because of its good mechanical properties and ease of fabrication E341 . Si cantilevers with
Si tips are formed by dry or wet etching followed by oxidation sharpenine 5 '36 '371 .
Atomically-sharp silicon tips with radius < 1 nm are produced by the oxidation sharpening
method 135 '361 .
However, the oxidation sharpening method sometimes leads to the formation of
multiple tips instead of the desired single tip SE3 6 '3 81 . A typical example is shown in Figure
4.1. Multiple tips can seriously affect the spatial resolution of AFM images and also
influence the resolution of thermal microscope. In this section we analyze the mechanisms
likely to be responsible for forming multiple tips. We find that the likely mechanism
involves the presence of sharp corners before oxidation sharpening and the subsequent
generation of atomically sharp points at these corners. Therefore we developed a
processing scheme that eliminates the sharp corners and produces only single tips of
silicon with typical atomic sharpness.
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4.1.1 Multiple Tips Formation
The overall processing scheme used as the starting point in this study was essentially the
standard method for oxidation sharpening. The starting material was n-type (100) silicon
wafers. Precursor shapes before oxidation sharpening were formed by dry reactive ion
etching (RIE) and wet isotropic etching, and final tip configuration was controlled by
oxidation. Silicon etching masks were made of 200 nm thermal Si0 2 . Wafers were
oxidized in steam and oxygen at 1050 °C for 30 minutes followed by photolithography
patterning to define 8µm diameter round pads of Si0 2 (Figure 4.2a). Anisotropic RIE was
used to form a steep wall (Figure 4.2b). The wafer was then etched in a solution consisting
of 2% HE', 3% CH3 COOH, and 95% HNO3 (vol%). This is an isotropic silicon etchant
with the oxide etch rate only 0.01 times the silicon etching rate. The etching was stopped
after 2-3 minutes when the width of the silicon supporting the oxide mask was less than
500 nm (Figure 4.2c). After the oxide mask was stripped in buffered HF solution, sharp
corners on the top were evident (Figure 4.2d and Figure 4.3). Finally, dry oxidation at 950
°C of the sample produced the double-tipped structure shown in Figure 4.1 and Figure
4.2e. Double-tipped structures sometimes form even when the width of the silicon before
oxidation is as small as 200 nm.
i-..2 	 1
Figure 4.3 SEM photo of precursor tip ready for oxidation sharpening
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4.1.2 Single Tip Formation
Experiments showed that single tips only form if the sharp corners shown in Figure 4.2d
and Figure 4.3 are eliminated. The processing procedure is shown in Figure 4.4. After the
oxide mask was stripped in buffered Eff solution (Figure 4.4d), we removed the sharp
corners by dipping samples in the isotropic etch solution for several seconds immediately
before oxidation sharpening (Figure 4.4e). The structure produced by this procedure is
also shown in Figure 4.5. The pre-oxidation sharpening treatment produced single tips as
shown in Figure 4.6. Although the limiting resolution of the scanning electron microscope
(SEM) cannot examine the tip morphology with atomic-scale resolution, earlier workP 5 '361
has demonstrated that this basic procedure forms an atomically sharp tip (Figure 4.7).
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Figure 4.4 Illustration of single tip formation
r figure 4.3 J. ✓m pnoto or sloe view or precursor tip
after pre-sharpen etching treatment
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Figure 4.6 SEM photo of a single tip formed
after using pre-sharpen treatment
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Figure 4.7 TEM photo showing atomically sharp silicon tip made by oxidation sharpening
49
4.1.3 The Mechanism of Multiple and Single Tip Formation
An analysis of the problem shows that the likely cause of multiple tip formation is related
to the presence of the sharp corners. The classical model of planar oxidation of silicon
consists of two regimest391 . In the first linear regime the rate limiting step during the
oxidation is the interfacial reaction of an oxygen-containing species with the silicon
surface. Beyond a critical oxide thickness, the rate limiting step becomes the diffusion of
oxygen across the already grown oxide, and the reaction follows a parabolic rate law. For
silicon wedges and other regions of high curvature, the stress buildup results in a
suppression of interfacial reaction, and hence the oxidation rate slows down in the linear
region [40 j. The stress is largely a result of specific volume difference of silicon oxide with
respect to the silicon and cannot be relieved at temperature <-1050 °C due to the high
viscosity of the oxide which prevents oxide flow for stress relief.
Multiple and single tip formation can be described and explained with the aid of
Figure 4.8. After the oxide mask is stripped, the top of the tip is rectangular (Figure
4.8[1eft]) with length to width ratio about 2:1.5, often with sharp corners on the top
(Figure 4.3). After initial oxidation, the structure becomes a wedge with a rather flat ridge
on the top (Figure 4.8a[center]). During the final oxidation, the oxidation rate on the ridge
and at the side of the post is faster than the high curvature corners, which results in two
tips in the corners (Figure 4.1 and Figure 4.8a[right]). But if the sharp corners are
eliminated before oxidation by dipping the silicon wafer in the isotropic etchant for several
seconds, the top view of the tip becomes an oval-like shape and the side view of the tip
shows that the sharp corners have been eliminated (Figure 4.5 and Figure 4.8b[center]).
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There is no flat top existing and the apex of the post is high curvature. During the final
oxidation, the oxidation rate is faster at the side of the post than on the top. Finally a
single atomically sharp silicon tip forms (Figure 4.6, Figure 4.7 and Figure 4.8b[right]).
(b)
Figure 4.8 The illustration of top and side view for
(a) double tips and (b) single tip formation
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4.2 Formation of Thermocouple Junction on the Tip
The critical point to make the thermal microprobe is the formation of hot thermocouple
junction on the probe tip. The hot junction acting as the thermal sensor consists of two
layers of very thin metal film. These two layers of metal film are confined to the very end
of the tip. Less than 0.5 in the vertical direction on the tip is desired (Figure 3.6). As
mentioned in Chapter 2, Luo et a1. [141 built a thin film thermocouple on AFM cantilever
probe tip for scanning thermal microscope. Their method to form the hot junction is using
voltage pulse to evaporate metal film and create a nanometer scale hole at the very end of
a metallized AFM cantilever probe tip. It is hard to control the conditions and devices
cannot be batch fabricated.
Recently, R.0 Davis et a/. 141 '421 used a batch fabrication method to build the Near-
field Photodetection Optical Microscope (NPOM). We find this method also suitable to
form hot thermocouple junction on the probe tip.
The fabrication procedure is shown in Figure 4.9. The sharp silicon tip is formed
following the processes described in Section 4.1 (Figure 4.9a). The next step is to
construct the hot thermocouple junction at the end of the tip. First a thin layer of oxide
(about 25 nm) is grown in dry oxygen at 950 °C (Figure 4.9b). This thin oxide layer
insulates the silicon substrate electrically from the metal 1 (palladium) subsequently
deposited. Then a layer of 50 nm thickness palladium is sputtering deposited on the tip
(Figure 4.9c). Next a layer of 300 nm low temperature silicon dioxide (LTO) is deposited
on the tip by low pressure chemical vapor deposition (LPCVD) (Figure 4.9d).
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(d)
Figure 4.9 Process procedure to form thermocouple junction on the tip
(h)
Figure 4.9 (cont.) Process procedure to form thermocouple junction on the tip
Figure 4.9 (cont.) Process procedure to form thermocouple junction on the tip
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Now we remove the low temperature silicon oxide from a small region on end of
the tip. Under certain conditions the photoresist can be spun on the wafer without
completely covering the conical tip. The photoresist (Shipley 827) is placed on the wafer
and spun for only 0.5 second, resulting in a very thick layer of photoresist. The xylene in
the photoresist is allowed to evaporate for 10 seconds. The wafer is then spun for 30
seconds at the speed varied depending on the different height of the conical tips. This
gives the desired result, i.e., only the end of the tip protrudes through the photoresist
(Figure 4.9e). If the photoresist is spun on conventionally, omitting the intermediate
evaporation step, a large nonsymmetrical portion of the tip will not be covered with
photoresist.
Following the photoresist coating step, the oxide is etched from the exposed tip
region with buffered HF or reactive ion etching (RIE) (Figure 4.9f) and the resist is
removed (Figure 4.9g). Then a layer of 50 nm thick metal 2 (gold) is sputtering deposited
over the tip (Figure 4.9h). The hot thermocouple junction is confined to a region less than
500 nm at the end of the tip. The two layers of metal are electrically separated elsewhere
by the thin oxide layer. Figure 4.10 shows the SEM photo after the hot thermocouple
junction formation. The arrow in the Figure 4.10 points the location of the hot
thermocouple junction. About 0.3 of the tip protrudes on the top. Therefore, the hot
thermocouple junction is confined to only 0.3 pin at the end of the tip.
Figure 4.10 SEM photo showing 0.3 i_.m-high junction at the top of the tip (arrow)
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4.3 Cantilever Releasing by Silicon Wafer Backside Etching
4.3.1 KOH Etching Mechanism
At the last step of the process to make thermal microprobe, the cantilever is released by
anisotropic KOH etching from backside of the wafer. Potassium hydroxide (KOH) is the
most frequently used anisotropic etchant. A basic feature of the KOH etching is that its
etch rate is strongly dependent on crystallographic orientation. The (111) surfaces etch at
a slower rate than other crystallographic planes 1431 . Considering a (100)-oriented silicon
wafer with an etched hole in a layer of silicon nitride that covers the surface, when
exposed to KOH etching solution this will create a truncated pyramidal shaped pit. The pit
side wall is bounded by (111) crystallographic planes that exhibit a very low etch rate.
The thermal microprobe is fabricated from 4-inch-diameter, 300-pm-thick, (100)
surface, double side polished silicon wafer. When the processing step reaches the
cantilever release step, a patterned Si 3N4 film is used to expose the regions to be etched.
Then the wafer is placed in 45% KOH etching solution at 80 °C for several hours. After
cantilever release, the probe chassis side wall is bounded by (111) crystallographic planes.
ml, ,- h 1 1 ■ 	 A ^7 0 	"C;	 1 1 \
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The mechanism of KOH anisotropic etching of silicon can be described by the
general unifying electrochemical mode1 143 '441 . The main features are outlined in the
following reaction from (4.1) to (4.8).
Two hydroxide ions can bind with two dangling bonds of a silicon atom on a (100)










Next the Si-Si backbones of the Si(OH) 2 neighboring lattice atoms have to be broken to
obtain a soluble silicon complex, which is positive charged, (4.2).
Si (OH) 4 	1H>I2 > Si02 ((M); - + 2H+	 (4.4)
5 9
The excess electrons in the conduction band can be transferred to water molecules
producing hydroxide ions and hydrogen, (4.5) to (4.7).
	
2H+ +20H - —> 21/2 0	 (4.5)
	
41/2 0 + 4e --> 4H2 0 - 	(4.6)
	
4H2 0 - -> 4(OH) - +411 —> 4(OH) - + 2H2 	(4.7)
The overall reaction is represented in (4.8).
	Si +20H - +2H2 0 —> Si02 (OH)2- + 21/2 	(4.8)
4.3.2 Compensation Structure for Convex Corner
When etching rectangular convex corners in silicon using KOH anisotropic etchant,
deformation of the edges always occurs due to underetching. Figure 4.12 shows the
device backside pattern after KOH etching to release the cantilever. The underetching
effect is obvious. This is an unwanted effect in our device. Thus a rectangular
compensation structure is implemented to prevent over etching of the convex corners.
For KOH etching solution, the <130> direction is predominant in the under etched
structure [451 . Figure 4.13 shows compensation structure, which are based on the idea of
having <130> direction as preferential etch planes. A new 90° convex corner is created on
the original rectangular convex corner. When the wafer is placed in KOH etching solution,
Figure 4.12 SEM photo of the device backside: severe overetching after KOH
etching without compensation pattern
60
Figure 4.13 KOH anisotropic etching compensation structure
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the etchants attack the convex corners of the compensation rectangle from four different
<130> orientations until it is entirely 'consumed' to leave the desired 90° corner. The
relationship between undercutting length d and etch depth ed is 1451
d=5.7+3.72ed (pm)	 (4.9)
The compensation square side length 2x is
tga
x — d 
1+ tga 	
(4.10)
where a is the angle between the [110] direction and a <130> direction. For a 300 [..tm
thick wafer, the etch depth is 300 lam. To get complete compensation, the compensation
square half side length x should be 374 pm. Figure 4.14 indicates the convex corner
shapes after KOH etching. These shapes are shown with their corresponding mask
patterns and give uncompensation, complete compensation and part compensation,
respectively. In our device, the corners are already truncated and therefore only part
compensation is enough. The two convex corners at the head of the device (Figure 4.15
right) are compensated with x=250 p.m and the two convex corners at the tail of the
device (Figure 4.15 left) are compensated with x=150 pm. The result after etching is
shown in Figure 4.15. Comparing Figure 4.12 and Figure 4.15, the difference between the
KOH etching of uncompensated corners and corners with square compensation structures
is obvious. The compensation structures proved to be successful.
Figure 4.14 Silicon convex corner shapes after KOH etching and their mask pattern
Figure 4.15 SEM photo of the device backside: good compensation after KOH
etching with compensation pattern
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4.4 General Fabrication of Thermal Microprobe
The method we developed to fabricate thermal microprobe includes many silicon planar
processes. We use thermal oxidation, wet etching, dry etching, LPCVD deposition, DC
sputtering deposition, photolithography, lift-off, etc. The major fabrication steps are
described in Figure 4.16.
1. Starting material
The starting material is 4-inch-diameter, n-type, double polished silicon wafer with (100)
orientation. The thickness of the wafer is 300 pm for two reasons. In the later process
steps, we will use backside photolithography by infrared alignment and release the
cantilever by KOH etching silicon from backside. Infrared alignment is easier and the
cantilever releasing time by KOH etching will decrease for thinner wafers.
2. Patterning the small disk which will form the probe tip later
A layer of 2000 A silicon dioxide is thermally grown at 1050 °C in steam (Figure 4.16a).
The photoresist is coated on oxide and patterned by mask I (Disk) to define the 8 pm
diameter disk which will form the probe tip later (Figure 4.16b). Then the exposed oxide is
etched in buffered HF and the mask 1 pattern is transferred to the wafer (Figure 4.16c).
3. The formation of the probe tip
The probe tip is formed by several steps of dry etching and wet etching.
Two steps of reactive ion etching (R1E) are used with photoresist and silicon
dioxide as mask to get a tip 5 pm high. The first RLE step is isotropic etch with SF 6
(Figure 4.16d). The second RIE step is pseudo-anisotropic etch with C1 2 and BC13 (Figure
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4.16e). These two etch steps leave a tip with a rather thick neck under the oxide mask as
shown in Figure 4.17.
To further reduce the tip neck under the oxide mask, wet isotropic etching is used
to get the proper precursor for oxidation sharpening (Figure 4.160. The wet isotropic
etchant is in mixtures of nitric acid (1-13NO3) and hydrofluoric acid (HF). The reaction is
initiated by the HNO 3 which forms a layer of silicon dioxide on the silicon, and the HF
dissolves the oxide away. The overall reaction is:
Si + HNO3 + 6HF --> H2 SiF6 + HNO2 + 112 + 112 0 (4.11)
Water can be used to dilute the etchant, but acetic acid (CH 3 COOH) is preferred as a
buffering agent, since it causes less dissociation of HNO 3, and thus yields a higher
concentration of the undissociated species.
The mixture compositions can be varied to yield different etch rates. At high HF
and low HNO 3 concentration, the etch rate is controlled by the HNO3 concentration,
because in such mixtures there an excess of HF to dissolve the Si0 2 created during the
reaction. On the other hand at low HF and high HNO 3 concentrations, the etch rate is
limited by the ability of the HF to remove the Si0 2 as it is created. In such etchants the
etching is isotropic. We desire the etch rate to be slow and uniform, so the ratio of the
mixture composition is HNO3 : HF : CH3COOH = 95% : 2% : 3%. At room temperature,
the etch rate is about 0.250.3 j_tm per minute. The wafer is dipped in this isotropic
etchant until the silicon neck supporting the oxide mask is less than 0.40.5p,m (Figure
4.18).
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4. Defining the cantilever
Mask 2 (Cantilever) is used to pattern the cantilevers by photolithography. There are three
sizes of cantilevers. The length x width is 200 p.m x 40 pm, 450 p.m x 40 um and 450 pm
x 20 pm, respectively. The RIE with reactive gas SF6 is used to etch down about 1.5 pin
from wafer surface, forming the cantilever thickness of 1.5 I.,tm (Figure 4.16g).
5. Sharpening the probe tip
The probe tip is sharpened by typical dry thermal oxidation process.
As described in section 5.1, to get the single tip, we have to treat the precursor of
the tip chemically before sharpening. After the oxide mask is stripped in buffered HT
solution (Figure 4.19), we remove the sharp corners of the precursors by dipping the
wafer in the isotropic etch solution for several seconds immediately before oxidation
sharpening. Then the wafer is oxidation sharpened at 950 °C for 2-5 hours and the oxide
is stripped in buffered HF solution. This may repeat for several times until atomic sharp
silicon tip formed (Figures 4.16h and 4.20).
6. Defining backside etching mask.
The cantilever will be released at the last step by KOH etching from wafer backside. Si3N4
is used as KOH etching mask. After a thin layer of thermal oxide growing, the wafer
backside is deposited 2000 A Si3N4 by LPCVD at 775 °C. Then the Si 3N4 is patterned by
photolithography of infrared alignment with mask 3 (Backside). And the Si3N4 is etched
by RIE using photoresist as mask (Figure 4.16i).
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7. The formation of thermocouple junction
The thermocouple junction is formed by depositing two layers of metal (Pd an Au) on the
tip. The metals are deposited by DC sputtering and patterned by lift-off. To increase the
adhesion of Pd and Au to oxide, we deposit a very thin layer of Ti or Cr (about 100 A
200 A) before Pd and Au deposition.
First, we deposit 100 A Ti and then about 500 A Pd on thin oxide (Figure 4.16j).
Second, a layer of 2400 A low temperature oxide is deposited on Pd by LPCVD (Figure
4.16k). Third, photoresist is coated on the wafer except the end of the tip (Figure 4.161).
Fourth, the oxide on the end of the tip is etched off by RIE (Figure 4.16m). Fifth, the
photoresist is stripped (Figure 4.16n). Sixth, we deposit 100 A Cr and about 500 A Au on
the end of the tip, forming the hot junction of the thermocouple (Figures 4.16o, 4.16p and
4.21).
8. Releasing of the cantilever
The last step is to release the cantilever. The wafer front side is protected in a special
chlorinated polyvinyl chloride (CPVC) holder (see Figure 4.22) and only the wafer
backside is exposed in the KOH etching solution. After several hours of KOH etching, the
wafer is almost etched through. Then RTE is used to etch the remaining Si. The device is
formed (Figure 4.16q). Figure 4.23 shows photos of the device array in the wafer before
and after releasing.
The detailed thermal microprobe fabrication processing flow is shown in Appendix
B.
(d)
Figure 4.16 The major steps to fabricate thermal microprobe
(h)
Figure 4.16 (cont.) The major steps to fabricate thermal microprobe
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(k)
Figure 4.16 (cont.) The major steps to fabricate thermal microprobe
(n)
Figure 4.16 (cont.) The major steps to fabricate thermal microprobe
(q)
Figure 4.16 (cont.) The major steps to fabricate thermal microprobe
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Figure 4.19 SEM photo of the tip after oxide mask stripped










Figure 4.22 Special holder to protect front side of wafer during KOH etching
( a) Before releasing
Figure 4.23 Optical microscope photos of device array before and after releasing
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(b) After releasing
Figure 4.23 (cont.) Optical microscope photos of device array before and after releasing
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CHAPTER 5
CHARACTERIZATION OF THE THERMAL MICROPROBE
5.1 Calibration of the Thermal Microprobe
5.1.1 Calibration Scheme
To evaluate the thermal microprobe performance, a method for calibrating the thermal
microprobe EMF response against a known temperature is necessary. The approach to this
technical objective is to make a test device that contains a thin platinum film resistor on its
surface. The resistance of platinum thin film resistor is sensitive to temperature changes
due to its large temperature coefficient of resistivity (3920 ppm/K). Heating the platinum
thin film resistor to various temperatures in the range of 25-110 °C in an oil temperature
bath, a calibration curve of resistance vs. temperature is obtained. The platinum thin film
resistor then is Joule heated, the thermal microprobe is applied to the heated resistor
surface, and the EMF output of the thermal microprobe is measured with a
microvoltmeter. Measurement of the resistance of the platinum thin film resistor during
Joule heating combined with the previous calibration curve of resistance vs. temperature




5.1.2 The Design of Platinum Thin Film Resistor
The thin film resistor design has to satisfy the following requirements:
1) When it is heated in the oil temperature bath, its resistance change can be
measured easily.
2) It can be effectively Joule heated by applying electrical power, and its resistance
change can be measured easily.
Both of the requirements call for a thin film resistor with large resistance and large
temperature coefficient of resistivity (TCR).
We chose Pt as the thin film resistor material since Pt has rather large TCR and
high electrical resistivity. To increase the resistance of the resistor within a finite area, we
designed a meander pattern to increase the length of the resistor. The layout of the resistor
is shown in Figure 5.1. Two large square contact pads (2 mm x 2 mm) make it easy to
connect lead wires by soldering. The dimensions and parameters of the resistor are listed
in Table 5.1. The designed resistance is 16.88 kn.
The processing flow of the Pt thin film resistor is:
1) Thermally grow 4000 A SiO2 on 4-inch-diameter silicon wafer.
2) Pattern the wafer with the mask as Figure 5.1 for lift-off
3) DC sputter deposit 2400 A Pt.
4) Lift-off in acetone.
Table 5.1 Dimensions and parameters of the Pt thin film resistor
Material TCR Resistivity Length Width Thickness Resistance
Pt 3900x10-6/K 10.58 pf2 cm 383 mm 10 ilfil 2400 A 16.88 kf2
82
Figure 5.1 Layout of the Pt thin film resistor
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5.1.3 Calibration of the Thermal Microprobe
At the first step of the calibration, a Pt thin film resistor was immersed in an oil
temperature bath. Increasing the bath temperature from 21 °C to 110 °C, the
corresponding resistance of the Pt thin film resistor was recorded and the resistance vs.
temperature curve was obtained as shown in Figure 5.2. The resistance change per degree
of the Pt thin film resistor is 35.3 SI
In the second step, we applied electrical power to the Pt thin film resistor and
positioned the thermal microprobe tip on the heated Pt thin film resistor wire. After
increasing the applied power (therefore increasing the temperature of the resistor) to a
new level and waiting for thermal equilibration, the resistance of the resistor and the
corresponding EMF voltage of the thermal microprobe were recorded. The curve of EMF
voltage vs. resistance is shown in Figure 5.3.
In the third step, by combining Figure 5.2 and a line giving the best fit to the data
shown in Figure 5.3, we get the curve of EMF voltage of the thermal microprobe vs.
temperature (Figure 5.4). This is the calibration curve of the thermal microprobe. It is
linear over the temperature range 25 — 110 °C. The sensitivity of this thermal microprobe
is 5.6 µV/°C. A second thermal microprobe was found to have a sensitivity of 4.5 1.1\7/ °C.
The EMI is measured by a microvoltmeter with the smallest scale of 10 1.1V. This limits
the temperature resolution to about 2 °C. However, it is reasonable for the temperature
resolution to reach 0.01 °C with a low noise pre-amplifier to measure the EMF.
Compared to the sensitivity of 13.5 p:Vit for bulk materials in reference [28], our
sensitivity value is smaller most likely due to the following reasons:
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1) Our thermal microprobe is a thin film thermocouple instead of a bulk wire
thermocouple in reference [28]. Thin films often have properties different from
bulk materials.
2) Our thermocouple cold junction temperature is fixed at room temperature
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Figure 5.3 EMF voltage of the thermal microprobe vs,
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Figure 5.4 EMF voltage vs. temperature of the thermal microprobe
88
5.2 Topographical and Thermal Images of the Thermal Microprobe
To get the topographical and thermal images, the thermal microprobe tip was scanned
across a thin tungsten film fuse structure (courtesy Digital Instruments, Inc.). The fuse
structure is shown in Figure 5.5. The fuse size is 19 pim x 9µm with 3µm wide leads at
two ends. All tungsten was deposited by focused ion beam (FIB). The thickness of
tungsten in the fuse area is much thinner than in the leads.
When electrical current is applied, the fuse becomes heated. The larger the current,
the higher the temperature in the fuse area. Electrical currents of 4 mA, 6 mA and 8 mA
were applied to the fuse and the thermal microprobe was scanned across the fuse during
each application. The topographical and thermal images of the fuse that were obtained are
shown in Figure 5.6. The lower images in Figure 5.6 are the topographical images, clearly
showing the structure of the tungsten thin film structure. The upper images in Figure 5.6
are the thermal images. The brighter the thermal image, the higher the temperature.
Combined with the topographical image, we can see from the thermal images that the
temperature in the fuse area is higher than in the leads to the fuse. Moreover, we also can
see from Figure 5.6 that the electrical current increased from 4 mA, 6 mA to 8 mA, the
brightness of the thermal image is increased showing that the temperature also increased.




(a) Applied electrical current: 4 mA







(b) Applied electrical current: 6 mA
Figure 5.6 (continued) Topographical (lower) and thermal (upper) images
of W thin film fuse
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(c) Applied electrical current: 8 mA
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Figure 5.6 (continued) Topographical (lower) and thermal (upper) images
of W thin film fuse
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5.3 Discussions and Suggestions
The Seebeck effect results from the temperature dependence of the Fermi energy E f. If the
temperature distribution in the thermocouple junction is uniform, the Fermi energy of two
metals in the junction area both before and after junction formation is also uniform (Figure
5.8). The EIVPF is decided by the temperature difference (T 1-T2) between the hot and cold
junctions, and the temperature resolution is not related to the size of the junction area.
However, if the temperature distribution in the thermocouple junction is nonuniform, the
Fermi energy of each metal is also nonuniform before contact, but after contact the Fermi
energy becomes constant and an average of the two (Figure 5.9). Thus, the hot junction
temperature is an average temperature T3 instead of T 1 . T3 is related to the size of the
junction area, and the temperature resolution is therefore controlled in part by the area of
the thermocouple. The smaller the sensor, the higher the temperature resolution.
In previous work where probes were individually fabricated E 10,11,12,13], the thermal
sensors were larger than 25 pm and the thermal resolution of the much smaller junctions
made in this research is expected to be superior. Other recent research made submicron-
meter size thermocouple junctions by the use of high electrical fields [141, but those devices
required individual fabrication. The research presented here using wafer-stage processing
steps with controlled photoresist coating to form the thermocouple has an advantage over
methods requiring individual fabrication. This method is more reproducible, and a large
number of probes can be obtained at the same time from a 4-inch-diameter silicon wafer.
This method confines the thermocouple junction to a region less than 0.5 pm from the end
of the probe tip.
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The sensitivity (4.5 — 5.6 p.V/°C) of the Au/Pd thin film thermocouple in our
thermal microprobe is similar to the Au/Pt thin film thermocouple in reference [14] (6
p,V/oC). However, the spatial and thermal resolution can still be improved. Suggestions
for a next generation thermal microprobe is as follows:
1) Increase the aspect ratio of the probe tip by deep anisotropic RIE to form the
probe tip. This will allow the probe to better follow the surface of a highly-
textured sample.
2) Decrease the thickness of two metal layers at the end of the tip to reduce the
curvature radius and get better spatial resolution.
3) Improve the electronics of the EMF measuring system to reduce the electrical




Figure 5.7 Illustration of thermocouple structure, defining limits used





















Figure 5.8 Illustration of Fermi energy level in the thermocouple junction
(a) is the assumed linear temperature distribution between
points x 1 and x2 (Figure 5.7), (b) and (c) show Fermi levels in
the two metals before contact, and (d) shows the resulting























Figure 5.9 Illustration of Fermi energy level in the thermocouple junction
In this case a nonuniform temperature distribution is assumed.
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CHAPTER 6
SUMMARY OF THE RESULTS
This research program is concerned with the design, fabrication and characterization of a
thermal microprobe. The main results of this dissertation are as follows:
1. An atomic force microscope with silicon cantilever and tip has been designed
with a thin film Au/Pd thermocouple on the end of an AFM silicon probe tip.
The overall dimension of the device is 3.6 mm x 1.6 mm. The cantilever size is
200	 long, 40 lAm wide and 1.5 pm thick; this meets the requirements of
low force constant, high resonant frequency and short cantilever length.
2. A method was devised for making single, atomically sharp silicon tips, which
avoids the formation of multiple tips.
3. The hot thermocouple junction was confined to a small region 0.3 — 0.5 p.m at
the end of the tip by a specially developed method of controlled photoresist
coating. This method is reproducible, reliable and simple.
4. A compensation pattern was designed at convex corners to give the desired
shape after backside KOH etching to release the silicon cantilever.
5. A complete processing procedure was designed for fabricating a thermal




6. A method was devised to calibrate the thermal microprobe over the
temperature range 25 °C — 110 °C. The measured sensitivity on two thermal
microprobes is 4.5 and 5.6 i.V/°C.
7. Thermal images and topographical images were obtained from a heated
tungsten thin film fuse. The thermal images show a rise in fuse temperature
after increasing the applied electrical current.
8. Improvements are suggested for a "next generation" thermal microprobe:
(1) Increase the aspect ratio of the probe tip.
(2) Decrease the thickness of two metal layers at the end of the tip.
(3) Improve the electronics of the ENE measuring system.
APPENDIX A
MASK LAYOUT
Figure A.1 Mask 1: Disk
100
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Figure A.2 Mask 2: Cantilever




Figure A.4 Mask 4: Metal 1
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Figure A.5 Mask 5: Metal 2 






Figure A.7 Mask 7: Contact Pad
APPENDIX B
THERMAL MICROPROBE FABRICATION PROCESSING FLOW
1. P-clean: 5:1 H2SO4:H202, temperature: 110 °C, time: 10 minutes, rinse hot DI water
10 minutes, rinse cold DI water 5 minutes, blow dry.
2. Furnace pre-clean: 100:1 H20:HF, time: 1 minute, rinse cold DI water 10 minutes,
blow dry.
3. Steam oxidation: 02: 7.5 SLM, bubbler: 530 sccm, temperature: 1050 °C, time: 30
minutes (target: 2000 A).
4. Photolithography: apply photoresist (Shipley 3813): 2000 rpm, 30 seconds. Box oven
soft bake: 115 °C, 20 minutes. Align and expose (Mask 1): 20 seconds. Develop OAF
319): 30 seconds + 30 seconds. Box oven hard bake: 115 °C, 20 minutes.
5. Wet etch oxide: 7:1 BOE, 25 °C, 2 minutes, rinse cold DI water 10 minutes, blow dry.
6. RIE Si: 40 sccm SF6, 250 mtorr, 50 watts, 25 °C, 12 minutes.
7. RIE Si: 25 sccm C12 , 10 sccm BC1 3 , 180 mtorr, 175 watts, 25 °C, 15 minutes.
8. Strip photoresist: 5:1 H2SO4:H202, temperature: 110 °C, time: 10 minutes, rinse hot
DI water 10 minutes, rinse cold DI water 5 minutes, blow dry.
9. Wet isotropic etch Si: 95% vol:2% vol:3% vol liNO 3 :HF:CH3COOH, 25 °C, about
100 seconds. Rinse cold DI water 10 minutes. Blow dry.
10. Photolithography: apply photoresist (Shipley 827): 2000 rpm, 30 seconds. Box oven
soft bake: 115 °C, 20 minutes. Align and expose (Mask 2): 30 seconds. Develop (NV
319): 30 seconds + 30 seconds. Box oven hard bake: 115 °C, 20 minutes.
11. RIE Si: 75 sccm SF6, 105 mtorr, 400 watts, 25 °C, 11 minutes.
12. Strip photoresist: 5:1 H2SO4:H202, temperature: 110 °C, time: 10 minutes, rinse hot
DI water 10 minutes, rinse cold DI water 5 minutes, blow dry.




14. Pre-sharpening treatment: 95% vol:2% vol:3% vol HNI03:HF:CH 3 COOH, 25 °C,
about 5 seconds. Rinse cold DI water 10 minutes. Blow dry.
15. P-clean: 5:1 H2SO4:H202, temperature: 110 °C, time: 10 minutes, rinse hot DI water
10 minutes, rinse cold DI water 5 minutes, blow dry.
16. Furnace pre-clean: 100:1 H20:HF, time: 1 minute, rinse cold DI water 10 minutes,
blow dry.
17. Dry oxidation sharpening: 0 2 : 7.5 SLM, temperature: 950 °C, time: 5 hours.
18. Wet etch oxide: 7:1 BOE, 25 °C, 2 minutes, rinse cold DI water 10 minutes, blow
dry.
(Step 17 and step 18 will be repeated several times until getting atomic sharp tips.)
19. P-clean: 5:1 H2SO4:H202, temperature: 110 °C, time: 10 minutes, rinse hot DI water
10 minutes, rinse cold DI water 5 minutes, blow dry.
20. Furnace pre-clean: 100:1 H20:HF, time: 1 minute, rinse cold DI water 10 minutes,
blow dry.
21. Dry oxidation: 02: 7.5 SLM, temperature: 950 °C, time: 20 minutes (target: 250 A).
22. LPCVD deposit Si3N4 (both side): 50 sccm DCS, 120 sccm NH 3 , 400 mtorr, 775 °C,
40 minutes (target: 2000 A).
23. Low temperature oxide (LTO) deposit (both side): 300 sccm SiH 4 , 75 sccm 02, 500
mtorr, 425 °C, 3 hours (target: 3000 A).
24. Front side wet etch oxide (back side photoresist protection): 7:1 BOE, 25 °C, 2
minutes, rinse cold DI water 10 minutes, blow dry.
25. Front side wet etch Si3 N4 : H3PO4, 170 °C, 25 minutes. Rinse hot DI water 10
minutes, rinse cold DI water 5 minutes, blow dry.
26. Back side wet etch LTO (front side photoresist protection): 7:1 BOE, 25 °C, 2
minutes, rinse cold DI water 10 minutes, blow dry.
27. Photolithography (back side): apply photoresist (Shipley 3813): 2000 rpm, 30
seconds. Box oven soft bake: 115 °C, 20 minutes. Align (infrared) and expose (Mask
3): 18 seconds. Develop (MF 319): 30 seconds + 15 seconds. Box oven hard bake:
115 °C, 20 minutes.
28. RIlE Si3N4 : 50 sccm SF 6, 150 mtorr, 400 watts, 25 °C, 4 minutes.
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29. Thin oxide strip: 100:1 H20:HT, time: 3 minute, rinse cold DI water 10 minutes,
blow dry.
30. Strip photoresist: 5:1 H2SO4:H202, temperature: 110 °C, time: 10 minutes, rinse hot
DI water 10 minutes, rinse cold DI water 5 minutes, blow dry.
31. Photolithography: apply photoresist twice (Shipley 827): 2000 rpm, 30 seconds. Box
oven soft bake: 115 °C, 20 minutes. Align and expose (Mask 4): 2 minutes. Develop
(MF 319): 30 seconds + 30 seconds. Box oven hard bake: 115 °C, 10 minutes.
32. Sputtering deposit Pd: 5 mtorr, 100 watts, 100 A Ti, then 500 A Pd
33. Lift off Pd: strip photoresist in acetone, rinse cold DI water 10 minutes, blow dry.
34. P-clean: M-pyrol, 95 °C, 10 minutes. Rinse cold DI 10 minutes. Blow dry.
35. Low temperature oxide (LTO) deposit: 300 sccm SiH4, 75 sccm 0 2, 500 mtorr, 425
°C, 3 hours (target: 3000 A).
36. Coat photoresist except tip end: apply photoresist (Shipley 827), spin 0.5 second,
evaporate 10 seconds, spin 2000-3000 rpm 30 seconds. Box oven hard bake: 115 °C,
20 minutes.
37. RIE LTO on tip: 25 sccm CF4, 25 sccm CHF 3 , 500 mtorr, 300 watts, 25 °C, 3
minutes.
38. Strip photoresist: M-pyrol, 95 °C, 10 minutes primary, 10 minutes secondary. Rinse
cold DI 10 minutes. Blow dry.
39. Photolithography: apply photoresist twice (Shipley 827): 2000 rpm, 30 seconds. Box
oven soft bake: 115 °C, 20 minutes. Align and expose (Mask 5): 2 minutes. Develop
(MF 319): 30 seconds + 30 seconds. Box oven hard bake: 115 °C, 10 minutes.
40. Sputtering deposit Au: 5 mtorr, 100 watts, 100 A Cr, then 500 A Au.
41. Lift off Pd: strip photoresist in acetone, rinse cold DI water 10 minutes, blow dry.
42. Photolithography: apply photoresist twice (Shipley 827): 2000 rpm, 30 seconds. Box
oven soft bake: 115 °C, 20 minutes. Align and expose (Mask 6): 2 minutes. Develop
(MF 319): 30 seconds + 30 seconds. Box oven hard bake: 115 °C, 10 minutes.
43. RIE LTO: 25 sccm CF4, 25 sccm CHF3, 500 mtorr, 300 watts, 25 °C, 3 minutes.
44. Strip photoresist: M-pyrol, 95 °C, 10 minutes primary, 10 minutes secondary. Rinse
cold DI 10 minutes. Blow dry.
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45. KOH etch Si (front side protected by special holder): 45%(w) KOH, 80 °C, 6-7
hours. Rinse hot DI 10 minutes, rinse cold DI 10 minutes. Blow dry.
46. RIE Si: 40 sccm SF6, 250 mtorr, 150 watts, 25 °C, etch to completely release
cantilever.
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